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Abstract
Many turbomachineryCFD codesusesecond-order

central-difference (C-D) schemes with artificial viscos-
ity to control point decoupling and to capture shocks.
While C-D schemesgenerallygiveaccurateresults,they
can also exhibit minor numerical problems including
overshoots at shocks and at the edges of viscous layers,
and smearing of shocks and other flow features. In an
effort to improve predictive capability for turbomachin-
ery problems, two C-D codes developed by Chima,
RVCQ3D and Swift, were modified by the addition of

two upwindschemes:theAUSM+ schemedevelopedby
Liou, et al., and the H-CUSP scheme developed by Tat-
sumi, et al . Detai ls of the C-D scheme and the two
upwind schemes are described, and results of three test
cases are shown. Results for a 2-D transonic turbine
vane showed that the upwind schemes eliminated vis-
cous layer overshoots. Results for a 3-D turbine vane
showedthattheupwindschemesgave improvedpredic-
tions of exit flow angles and losses, although the H-
CUSP scheme predicted slightly higher losses than the
otherschemes.Resultsfor a 3-D supersoniccompressor

(NASA rotor 37) showed that the AUSM+ scheme pre-
dicted exit distributions of total pressure and tempera-
ture that are not generally captured by C-D codes. All
schemes showed simi lar convergence rates, but the
upwind schemes required considerably more CPU time
per iteration.

Introduction
Turbomachinerybladesare usually designedwith

proprietary design codes and are heavily analyzed with
computationalfluid dynamics(CFD) codesbeforecom-
mitting to manufacture. However, turbomachinery
designers often distrust absolute performance predic-
tionsandrely only onchangesin predictedperformance
between designs. This practice suggests that the accu-
racy of CFD codes can still be improved.

In 1994 ASME and IGTI sponsoreda blind test
casefor turbomachineryCFD codesat the39thInterna-
tional Gas Turbine Conference held in The Hague
(unpublished.) The same test case was later adopted by

the AGARD Propulsion and Energetics Panel Working
Group26asa testcasefor examiningeffectsof grid and

turbulence model on solution accuracy.1,2 Sixteen dif-
ferent CFD codes were used to predict the performance
of a transonic compressor rotor designated NASA rotor

37.3,4 One operating point at 98 percent of maximum
flow was examined in detail. Predicted pressure ratios
varied by nearly 10 percent, and predicted efficiencies
variedby about6 points.In general,pressureratioswere
too high and the efficiencies were too low. The large
variations in results again suggests that the codes can
still be improved.

Mostof thecodesusedfor thesetestcasesusedsec-
ond-order central-difference (C-D) schemes with artifi-
cial viscosity to control point decoupling and to capture
shocks. While C-D schemes general ly give accurate
answers, they can also exhibit some minor numerical
problems. Shock smearing and overshoots are wel l
known and can be minimized by switching off fourth-
difference dissipation at shocks. Overshoots at the edge
of viscouslayersarelesswell known but wereshown in
refs. 5 and 6. Many researchers have speculated that
artificial viscosity may smear out other flow features,
but this can be difficult to demonstrate.

Otherwork hasshown that improved artificial vis-
cosityschemesor upwindschemescangivebetteraccu-
racy than standard C-D schemes. In ref . 5 Tweedt,
Chima, and Turkel compared two arti ficial viscosity
schemes in a C-D code. The first was a standard artifi-
cial viscosity scheme with blended second and fourth

differences and Eigenvalue scaling.7–9 The second was
the Symmetric Limited Positive (SLIP) flux l imiter
which is thelow-speedpartof themoregeneralConvec-
tive Upward Split Pressure (CUSP) schemes developed

by Tatsumi, Martinelli, and Jameson.10,11 It was shown
thattheSLIP formulationgavebetterresolutionof lami-
nar boundary layer velocity profiles and better predic-
tionsof performanceof a low-speedcentrifugal impeller
than the standard formulation.

In several papers,Liou andothershave developed
the Advection Upstream Spli tting Method (AUSM)
family of upwind schemes and applied them to many
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aerodynamic problems ranging from 1-D shock tube

problemsto 3-D multi-elementwings.12–15Theseappli-
cationshaveshown thattheAUSM schemeshaveexcel-
lent shock-capturing properties and give very accurate
results for a wide variety of problems.

In the present work the H-CUSP and AUSM+

schemes were added to two C-D turbomachinery analy-

sis codes developed by Chima, RVCQ3D6,16 and

Swift.17–19Threeturbomachinerybladeswereanalyzed
and the results were compared to experimental data. In
eachcasetheupwindschemesgavesignificantimprove-
mentsover theC-D scheme.Resultsfor a 2-D transonic
turbine vane showed that the upwind schemes elimi-
natedviscouslayerovershoots.Resultsfor a3-D turbine
vane showed improvements in predicted exit flow angle
and loss profi les with the upwind schemes. Final ly,
results for a 3-D supersonic compressor (NASA rotor

37) showed that the AUSM + scheme gave large
improvementsin thepredictionof exit totalpressureand
total temperature profiles.

CFD Codes
 Swift

TheSwift codeis a multiblock Navier-Stokesanal-

ysiscodefor turbomachinerybladerows.17–19Thecode
solves the Navier-Stokes equations on body-fitted grids
using an explicit finite-difference scheme. It includes
viscoustermsin theblade-to-bladeandhub-to-tipdirec-
tions, but neglects them in the streamwise direction
using the thin-layer approximation. Two turbulence

models were used: the Baldwin-Lomax model,20 and

Wilcox’s k-ω model6,21 with Menter’s shear stress

transport (SST) modification.22

The baselinecodeusedC-D’s for the fluxes, and
scalarartificial dissipationto captureshocksandto con-

trol point decoupling.17 Eigenvalue scaling was used to
scale the artificial dissipation directionally on stretched

grids.8,9 An explicit, four-stage Runge-Kutta scheme7

wasusedto solve theflow equations.To acceleratecon-
vergence to a steady state, all calculations were run at a
Courant numbers around 5.6 using a spatially-varying
time step and implicit residual smoothing. The Eigen-
valuescalingwasalsousedto scaletheimplicit smooth-
ing coefficients.

 RVCQ3D

The quasi-three-dimensionalturbomachineryanal-

ysiscodeRVCQ3Ddevelopedby Chima6,16wasusedto
develop and test the upwind schemes before attempting
3-D calculations.RVCQ3Dsolvesthethin-layerNavier-

Stokes equations on a blade-to-blade plane. Radius
change,streamsurfacethickness,androtationcanall be
modeled.Thedifferencingscheme,artificial dissipation,
and solution algori thms were al l simi lar to those
described previously for the Swift code.

Governing Equations
TheNavier-Stokesequationswerewritten in a Car-

tesian coordinate system rotating about the x-
axis with angular velocity Ω. The equations were trans-
formed to a curvilinear system using standard
techniques,andall viscoustermsin theξ-directionwere
dropped using the thin-layer approximation. The result-
ing equations are:

(1)

where is the vector of conserva-
tion variables, and

(2)

etc.aretheinviscidfluxes, areviscousfluxes,

and H is a source term due to rotation. In (1) and (2)

is thetotal internalenergy

and is the total enthalpy. The full equa-

tions are given in ref. 17.

In equation (2) is the contravariant velocity
component in the relative frame of reference. Using
primes to denote relative velocities,

(3)

Rearranging terms gives

(4)

Metric terms , etc. are evaluatedat grid points

using a conservative, centered scheme.5 The metric
terms (including ) are averaged to for the

upwind schemes. The Jacobian term J can usually be
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combined with the metric terms and will be neglected
here.

Equation (1) is solved in the following form:

(5)

where Ri is the inviscid residual, Rv is the viscous resid-
ual, and D is a numerical dissipation operator.

Artificial Dissipation and Upwind Schemes
 Baseline Scheme

The baseline numerical scheme uses standard cen-
tral differences for the flux terms , and a scalar arti-

ficial dissipation D. D is written as the sum of a second
and forth difference operator in each direction:

(6)

where  are coefficients given by

(7)

 is a pressure sensor for shocks

(8)

and is a ramping function that reduces the dissipation

linearly with grid index near solid surfaces (typically by
a factor of 0.05 at the wall) to minimize effects on skin
friction.

Experience has shown that more dissipation is often
needed along the long side of highly-stretched cells.
Thus equation (6) includes an Eigenvalue scaling coeffi-

cient , originally proposed by Martinelli, et al.8 Here

a modification proposed by Kunz, et al.9 was used.

(9)

In (9,) is the maximum Eigenvalue (i.e., the spectral

radius) of the inviscid flux Jacobian, c is the speed of

sound, and is the inverse of the spacing normal to the

surface.

 H-CUSP Scheme

The Symmetric Limited Positive (SLIP) scheme
was introduced by Tatsumi, Martinelli, and Jameson in
refs. 10 and 11. The scheme uses flux-limited dissipa-
tion to produce a non-oscillatory scheme.

The Convective Upward Split Pressure (CUSP)
scheme was also introduced in refs. 10 and 11. The
CUSP scheme was developed as a flux-split scheme
similar to the AUSM scheme; however, it was imple-
mented as a dissipative flux added to a C-D flux. For
computational efficiency the dissipative fluxes can be
updated less often than the C-D fluxes. The E-CUSP
formulation bases the dissipative fluxes on the internal
energy, while the H-CUSP formulation is based on stag-
nation enthalpy. The H-CUSP formulation was used
here.

For the H-CUSP scheme, the artificial dissipation is
written as:

(10)

where

(11)

The first term is a difference of the conservation
variables q . I f and , the term

becomes a first-order artificial dissipation. If

are evaluated using the SLIP limiter described later, the
term becomes third order in smooth regions of the flow
and first order near shocks, similar to baseline scheme.
The second term is a difference of the fluxes E. It is
added to give a true upwind scheme for supersonic flow.

Switching terms are devised to use the first

term for low speeds and the second term for , with
a continuous blending in between.

Liou and Steffen proposed a decomposition of the

flux E into a convective term and a pressure term.12 An
equivalent splitting is used for the CUSP schemes.

(12)

Using this decomposition, (11) becomes:
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(13)

An interface relative Mach number is defined by:

(14)

where the tilde indicates Roe averaging,

. (15)

Then the switching function  is given by:

(16)

which can be coded conveniently as

. (17)

Tatsumi,et al. showed that one-pointshockscould

be obtained if switching function  is given by:

(18)

where

(19)

is a cutoff Mach number, typically taken as

, where is thelargestrela-

tive Mach number expected in the flow field. Swanson,
et al. showed that the CUSP schemes also benefit from
increased dissipation along the long side of stretched

cel ls.23 They suggested Eigenvalue scal ing terms

. Here hasbeenmodifiedby theadditionof

the term. Coefficients α and β are shown in
figure 1.

AUSM+ Scheme

The Advection Upstream Splitting Method
(AUSM) scheme was introduced by Liou and Steffen in

1991.12 The AUSM scheme defines a cel l interface
Mach number based on characteristic speeds from the
neighboringcells.TheinterfaceMachnumberis usedto
determine the upwind extrapolation for the convective
part of the inviscid fluxes. A separate splitting is used
for the pressure terms. Generalized Mach number and

pressure splitting functions were described by Liou13

and the new scheme was termed ASUM+. The AUSM+

scheme was shown to have several desirable properties:
1, it givesexactresolutionof 1-D contactandshockdis-
continuities, 2, it preserves positivity of scalar quanti-
ties, and 3, it is free of oscil lations at stationary and
moving shocks.

The AUSM+ schemeavoids an explicit artificial
dissipation, and differences the fluxes directly using:

(20)

A flux decompositionsimilar to (12) is used to
write

(21)

Here is the mass flux across a cell interface. It can
be written as:

(22)

where is the average speed of sound,

andM is the relative interface Mach number.

The fluxes are differenced using:
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Figure 1 — Functions α and β for the H-CUSP
scheme
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(23)

where are evaluated at . Note that the

average speed of sound has been replaced with a

numerical speed of sound which is described later.

TheinterfaceMachnumberandpressureareevalu-
atedusingweightedaveragesof theleft andright states.
Defining left and right Mach numbers based on as:

(24)

then  and  are given by:

(25)

M± andP± are functions ofML andMR:

(26)

 are second order polynomials in :

, (27)

 are directional switching functions:

, (28)

and  are fifth order polynomials in :

(29)

Plots ofM± andP± are shown in figure 2.

The AUSM schemesdefinethe massflux acrossa
cell interfacein termsof split Machnumbersandacom-
moninterfacespeedof sound, in equation(22.)How-
ever, Liou and Edwards showed that the interface speed
of sound in equation (24) could be chosen arbitrarily
without affecting the shock-capturing properties of the

scheme.14 They proposed using a “numerical speed of
sound” that effectively scales the numerical dissipation
with the local flow speed instead of the local sound

speed as . In other words, the numerical speed
of soundgoesto zerowith thelocalMachnumber. They
showed that the numerical speed of sound gave appro-
priateamountsof dissipation,evenwhenusedwith pre-
conditioning methods at very low speeds.

The numerical speed of sound is given by:

(30)

where f is a scaling factor, is an average interface

Mach number, and is the local relative Mach num-

ber limited between a cutoff Mach number and 1.

 is typically taken as .

In equations(25,) are diffusive terms

that have been introduced to ensure pressure-velocity
coupling at low speeds. is a pressure-diffusion term

that was introduced by Liou and Edwards.14 The term
was originally added to the mass flux, but here it was
recast as a modification to , and al l densi ty

terms were cancelled. The term was also reduced by a
factor of two by numerical experimentation. The result
is:
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(31)

Finally is a velocity-diffusion term that was

introduced by Liou.15 It is given by:

(32)

Limiters
 SLIP Limiter

For the H-CUSP scheme the right and left states

were calculated using the SLIP limiter.10 For left and
right states a and b, the limiter is defined by:

, (33)

and a limited average is defined by

. (34)

The conservation variables q are interpolated to
 using:

(35)

 van Albada Limiter

For the AUSM+ scheme the right and left states

were calculated using the van Albada limiter.24 The lim-
iter is defined by:

(36)

where . The p r imi t ive va r i ab l e s

 are interpolated to  using:

(37)

 SST k-ω Turbulence Model

Results for a transonic compressor rotor shown
later used the SST k-ω turbulence model. Wilcox’s
baseline k-ω model was described in ref. 21, and the
implementation of the model in RVCQ3D was described
in ref. 6. The shear stress transport (SST) model was
developed by Menter in ref. 22, and is described below.

The SST model is based on Bradshaw’s assumption
that the shear stress in a boundary layer is proportional
to k. Menter showed that this could be added to the base-
line model as a modification to the turbulent viscosity.

(38)

where , and is the magnitude of the vortic-

ity. The first term in the denominator recovers the base-
line model and the second term gives the SST model.
Since Bradshaw’s assumption does not necessarily hold
in free-shear layers, is a blending function that turns

the SST model off away from the wall.

(39)

Menter has shown that the SST model gives excel-
lent results for adverse pressure gradients. The one dis-
advantage to the model is that it requires the distance to
the wall y.

Results
 2-D Transonic Turbine Vane

A transonic turbine vane tested by Arts, et al.25 was
computed as a 2-D test case. The vane was tested exper-
imentally in the Isentropic Light Piston Compression
Tube Facility at the von Karman Institute. The facility
has independent control over the exit Reynolds number,
the exit isentropic Mach number, , and the inlet

turbulence intensity. Surface pressures were measured
with static taps, and wake total pressure profiles were
measured with a high-speed traversing probe.

For the computations a C-type grid was used with

points. The grid spacing gave
over most of the vane. The grid size was found to give
good resolution of the suction surface shock and surface
heat transfer in ref. 6. Solutions were run for a case with
an exit Mach number of using the C-D, H-

CUSP, and the AUSM+ schemes and the Baldwin-
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Lomaxturbulencemodel.All solutionswererunusinga
4-stage Runge-Kutta scheme at a Courant number of
5.6. Dissipative terms were evaluated after the fi rst
stage, and the turbulence model was updated every five
i terations. Convergence rates were simi lar for al l
schemes, with mass flow error and total pressure loss
convergedto 0.3percentor betterin 2000iterations.On
an SGI Octane workstation the C-D solution took 188
sec. The H-CUSP solution took 1.27 times longer, and

the AUSM+ solution took 2.65 times longer than the C-
D scheme.

ComputedMach contoursareshown in fig. 3. The
heavy black line is and the contour increment

is 0.05.Theflow acceleratesfrom at theinlet

to on the suction surface. A normal shock

reduces the Mach number to at the exi t.
Enlargements of the shock, trai l ing edge, and wake
computedwith thethreedifferentschemesareshown in
fig. 4. The C-D results show some oscillations around
theshockandmoresevereoscillationsaroundthewake.
The H-CUSP scheme eliminates most of the oscil la-
tions, although some are visible in the core flow. The

AUSM+ results show a very clean shock and are com-
pletely non-oscillatory.

Computeddistributionsof isentropicsurfaceMach

numberarecomparedto experimentaldatain fig. 5.† All
schemes agree very well with the experimental data.

Computedwake profileslocated43 percentof axial
chord downstream of the trailing edge are compared to
the experimental data (digitized manually from ref. 25)
in fig. 6. The C-D results show the same oscillations in
total pressure at the edge of the wake that were seen in
the contour plots in fig. 4. Nei ther of the upwind

schemes shows oscillations. The AUSM+ results agree
very well with the experimental data, but the H-CUSP
results show slightly too much wake decay and free-
stream loss.

 3-D Subsonic Turbine Vane

An annularturbinevanethatwastestedexperimen-
tal l y by Goldman and McLal l i n at NASA Glenn

Research Center26 was used as a 3-D turbine test case.
A C-type computat i onal gr i d was used, wi th

points. The grid spacing gave

over most of the vane. Although the grid
was rather coarse, it gave reasonably accurate predic-

tions of vane performance with quick turnaround. Solu-

tionswererun usingtheC-D, H-CUSP, andtheAUSM+

schemesandtheBaldwin-Lomaxturbulencemodel.The
iterative scheme was the same as that used for the 2-D
case. Convergence rates were similar for all schemes,
with themaximumresidualreducedaboutfour ordersof
magnitudein 1500iterations.Total pressurelosseswere
converged to four digits.

The solutionswere run on the Cray SV1ex com-
puter at NASA Ames Research Center (Bright.) The C-
D solution took about 1/2 hour, or about six minutes of
wal l clock time using six processors. The H-CUSP
scheme took 1.47 times longer than the C-D scheme,

andtheAUSM+ schemetook 1.57timeslongerthanthe
C-D scheme.

Computedpressurecontourson the bladesurfaces
are shown in fig. 7. The blade profile is uniform along
thespan,andthepressuredistribution is nearlyuniform.
The flow accelerates from at the inlet to

 at the exit.

Figure 8 comparesmeasuredand calculatedcon-
tours of kinetic energy efficiency across the wake at a
distance of 1/3 axial chord downstream of the trailing
edge. The kinetic energy efficiency is defined by:

(40)

where Q is the velocity, T0 is the total temperature, and
T is the static temperature. The C-D scheme smears
many of the details of the wake. The H-CUSP scheme
captures the wake shape better, showing underturned,
high loss regions near the endwalls due to secondary

flows. The AUSM+ scheme overexaggerates the wake
shape; however, subsequent results will show that the

AUSM+ scheme gives the best quantitative agreement
with experiment.

The spanwisevariationof mixed out total pressure
loss coefficient downstream of the vanes

is shown in fig. 9. The C-D results show little detai l
along the span. The H-CUSP results show some detail

nearthetip but toomuchlossnearthehub. TheAUSM+

results show good qualitative agreement with the data
alongtheentirespan.All resultsshow higherlossesthan
thedataat midspan.Themidspanlossdoesnot improve
with increasing grid resolution, and may be due to poor
modeling of the round trailing edge.

The spanwisevariation of flow angledownstream
of the vanes is shown in fig. 10. The C-D results show
nearly uniform flow angle along the span, and the H-

†. In all figures the C-D results are labeled “Baseline”
and are shown with a solid black line, AUSM+ results
are shown with a dashed red line, and H-CUSP results
are shown with a dotted blue line.
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CUSP results are only slightly better. The AUSM+

results show excellent agreement with the data along the
entire span.

 3-D Compressor Rotor

A low aspect ratio transonic inlet rotor for a core
compressor, designated NASA rotor 37, was used as a 3-
D compressor test case. The rotor was originally
designed and tested at NASA Glenn Research Center in

the late 1970’s by Reid and Moore.3,4 It has 36 multiple-
circular-arc blades and a design pressure ratio of 2.106
at a mass flow of 20.19 kg/sec.

The rotor was re-tested in a single-stage compressor
facility at NASA Glenn. The test facility was described

by Suder, et al.27,28 Radial distributions of static and
total pressure, total temperature, and flow angle were
measured at two axial stations located 4.19 cm upstream
and 10.19 cm downstream of the blade hub leading
edge.

These measurements were used for the ASME/IGTI
blind test case and the AGARD test case for turboma-

chinery CFD codes.1,2 Calculations from sixteen differ-
ent CFD codes were compared to the measurements.
Two details of the measurements proved to be difficult
to predict: First, most codes overpredicted the overall
pressure and temperature ratios, and underpredicted the
efficiency. Second, most codes failed to predict the
radial distributions of and downstream of the

rotor. Measured distributions show deficits in these
quantities near 20 percent span, but most codes showed
fairly linear radial distributions.

Two researchers predicted these distributions cor-
rectly: Hah using his HAH3D code with a pressure-
based, high-order upwind difference scheme and a k-ε
turbulence model,29 and Weber using the OVERFLOW
code with a Roe upwind scheme and the Spalart-Alma-

ras turbulence model.1,2 Most of the other codes used
for the test case used C-D schemes with artificial viscos-
ity and a variety of turbulence models.

Hah believed that the deficits in total conditions

were due to a corner stall.29 Alternatively, Shabbir, et al.
proposed that flow leakage between the centerbody and
rotor disk could generate enough blockage to produce

the deficits.30 In this paper we suggest that the C-D
schemes used in most codes smear details of the and

distributions, while the upwind schemes used previ-

ously by Hah and Weber, and now in this work provide
increased accuracy that gives better agreement with the
experimental data.

A multiblock grid was used for the present calcula-
tions (fig. 11.) An H-type grid was used upstream of the
blade with points. A periodic C-

type grid was used around the blade with
points. The grid spacing at the blade and endwalls was

cm, giving at the surfaces. The blade-
to-blade grid was optimized in a grid refinement study per-
formed for the ASME/IGTI blind test case (unpublished.)
The inlet and exit of the grid were coincident with the
measurement stations described earlier. An O-type grid
was used above the tip of the blade with
points (13 points across the gap.) The total grid had
869,011 points, which is 3–4 times finer than the grids

recommended by Dunham, et al.2

C-D/Baldwin-Lomax calculations were run previ-

ously for the ASME blind test case.18 Some of these
results are included later for comparison.

The present results were computed using the SST k-

ω turbulence model. Preliminary results using the base-
line k-ω model showed that the AUSM/k-ω scheme pre-
dicted higher pressure ratios than the AUSM/Baldwin-
Lomax scheme. The reason was unclear, but seemed to
be related to better resolution of the shock/boundary
layer interaction on the casing. Menter’s SST k-ω model
was then added to the baseline k-ω model. Pressure
ratios predicted with the AUSM/SST k-ω scheme
agreed closely with the AUSM/Baldwin-Lomax results
and are presented here.

The ASUM+ scheme was used to calculate several
operating points. The C-D and H-CUSP schemes were
each used to compute one operating point at 98.7 per-
cent max flow. All calculations were run with a four-
stage Runge-Kutta scheme at a Courant number of 5.5.
Artificial and physical dissipation terms were evaluated
at stages 1 and 2. The turbulence model was updated
every two iterations. The calculations were typically run

iterations to ensure convergence of the mass flow
error and total pressure ratio to about 0.01 percent. The
total CPU time on the Cray SV1ex computer was about
10 hours per case for the C-D scheme, but on six proces-
sors the wall clock time was roughly 1.8 hours. The H-
CUSP scheme took 1.20 times longer than the C-D

scheme, and the AUSM+ scheme took 1.24 times longer
than the C-D scheme.

Figure 12 shows computed contours of relative
Mach number at 73 percent span at 98.7 percent max
flow. The heavy black contour is and the contour
increment is 0.05. An oblique shock system runs
upstream of the blade and across the passage, where it

P0 T 0

P0

T 0

45 34 63×× x θ r, ,( )
259 46 63××

4 4–×10 y+ 2 4–=

199 13 13××

3 000,

M 1=
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merges with a normal shock. AUSM+ results are shown,
but the C-D and H-CUSP results look similar.

Computed maps of total pressure ratio, total tem-
perature ratio, and adiabatic efficiency versus mass flow
are shown in fig. 13. The dotted black line shows the C-
D/Baldwin-Lomax results reported in ref. 18, with the
one CD/SST k-ω result added. The blue triangles show
the H-CUSP solution, and the red triangles show the

AUSM+ solutions. No attempt was made to determine

the numerical stall point with the AUSM+ scheme. All
schemes overpredict the pressure and temperature
ratios, but give very good predictions of the adiabatic
efficiency.

Figures 14 – 16 compare radial profiles of total
pressure, total temperature, and adiabatic efficiency
downstream of the rotor with experimental data taken at
98 percent of the maximum flow rate. Hah, et al. showed

that these profiles were very sensitive to the flow rate,29

and that much better agreement was obtained by com-
paring calculations at about 99 percent flow. The solu-
tions shown here are all at a flow rate around 98.7
percent max flow.

Total pressure profiles are shown in fig. 14. The
data shows the deficit in below 30 percent span that

most codes in the ASME/AGARD test case were unable
to predict. Here the H-CUSP results show a nearly linear
distribution of along the span that still fits the data

well overall. The baseline C-D results are similar near

the tip but show an overshoot near the hub. The AUSM+

results match the data very well except for a slight over-
shoot at the hub. Many of the codes in the ASME/
AGARD test case showed similar overshoots near the
hub.

Total temperature profiles are shown in fig. 15. The
C-D results are smooth along the span and do not match
the shape of the measured profile very well. The H-
CUSP results are similar, but give slightly better resolu-

tion of the profile shape. The AUSM+ results agree very
closely with the data between 15 and 85 percent span.
The three schemes give minor differences in predicted

near the hub that are consistent with the overshoots

in noted above. All three schemes overpredict

near the tip, which accounts for the high overall temper-
ature (and pressure) ratios in fig. 13. Almost every code
in the ASME/AGARD test case also overpredicted

near the tip, and the reason remains unknown.

Adiabatic efficiency profiles are shown in fig. 16.
Here all three schemes give remarkably similar results

that agree very well with the data below 85 percent
span. This indicates that loss levels are being predicted
correctly by the SST k-ω turbulence model, except per-
haps near the casing.

 Conclusions

Two centrally-differenced (C-D) turbomachinery
analysis codes developed by Chima, RVCQ3D and
Swift, were modified by the addition of two upwind

schemes: the AUSM+ scheme developed by Liou, et al.
and the H-CUSP scheme developed by Tatsumi, et al.
Several test cases were run to evaluate the effects of the
differencing schemes on turbomachinery flow predic-
tions. The upwind schemes gave improvements in the
predictions over the C-D scheme for every case investi-
gated. The following results were noted:

1. The C-D scheme produced overshoots at the edge of
viscous layers. These were eliminated by both the

AUSM+ and H-CUSP schemes.

2. Although the AUSM+ and H-CUSP schemes have
excellent shock capturing properties for model prob-
lems, all schemes gave comparable shock resolution
on general grids.

3. The H-CUSP scheme usually predicted slightly
lower total pressures (higher losses) than the other
schemes.

4. There was no significant difference in convergence
rates for the three schemes.

5. The C-D scheme has the lowest operation count and
required the least CPU time of the three schemes.
The H-CUSP scheme uses the same inviscid fluxes
as the C-D scheme but has more complicated dissi-
pative fluxes and is therefore slower. In both
schemes the dissipative fluxes can be updated after
the first one or two stages of a multistage Runge-

Kutta scheme to save time. The AUSM+ scheme has
the highest operation count and was updated every
stage, so it was the slowest of the three schemes. For
a 2-D problem the H-CUSP scheme was 1.27 times

slower than the C-D scheme and the AUSM+

scheme was 2.6 times slower. For 3-D problems the
viscous fluxes and turbulence models require dis-
proportionately more time than the inviscid fluxes,

so the AUSM+ scheme requires relatively less of the
overall time. For 3-D problems the H-CUSP scheme
was 1.20 – 1.47 times slower than the C-D scheme

and the AUSM+ scheme was 1.24 – 1.57 times
slower.

6. For a subsonic turbine vane the AUSM+ and H-
CUSP schemes predicted the 3-D wake shape better

P0

P0

T 0

P0 T 0

T 0
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thantheC-D scheme.TheAUSM+ schemegave the
best overall predictions of turning and loss distribu-
tions.

7.ForatransoniccompressorrotortheAUSM+ scheme
predicteddeficitsin totalpressureandtotal tempera-
turethatweremeasuredexperimentallybut werenot
generally predicted by the C-D codes used for the
ASME/AGARD testcase.This resultwasconsistent
with predictions by Hah and Weber using two other
upwindcodes.We believe thatthemeasureddeficits
in total pressure and total temperature are an intrin-
sic featureof this rotor bladeandnot a resultof hub
leakageassuggestedby Shabbir, et al. Furthermore,
webelievethatC-D schemestendto smearout these
details due to relatively coarse spanwise grids, but
that upwind schemes are able to capture them prop-
erly.

References

1 Dunham,J., ed. “CFD Validationfor PropulsionSys-
tem Components,” AGARD Advisory Report 355,
AGARD, Nellie-Sur-Seine, France, May, 1998.

2 Dunham, J., and Meauzé, “An AGARD Working
Group Study of 3-D Navier-Stokes Codes Applied to
Single Turbomachinery Blade Rows,” ASME Paper 98-
GT-50, June 1998.

3 Reid, L., and Moore, R. D., “Design and Overall Per-
formance of Four Highly-Loaded, High-Speed Inlet
Stages for an Advanced, High-Pressure-Ratio Core
Compressor,” NASA TP-1337, 1978.

4 Reid, L., and Moore, R. D., “Experimental Study of
Low Aspect Ratio Compressor Blading,” ASME Paper
80-GT-6, Mar. 1980.

5 Tweedt,D. L., Chima,R. V., andTurkel, E. “Precondi-
tioning for NumericalSimulationof Low MachNumber
Three-Dimensional Viscous Turbomachinery Flows,”
AIAA Paper 97-1828, June, 1997.

6 Chima, R. V., “A k-ω Turbulence Model for Quasi-
Three-Dimensional Turbomachinery Flows,” AIAA
Paper 96-0248, 1995. Also NASA TM-107051.

7 Jameson, A., Schmidt, W., and Turkel, E., “Numerical
Solutions of the Euler Equations by Fini te Volume
Methods Using Runge-Kutta Time-Stepping Schemes,”
AIAA Paper 81-1259, June 1981.

8 Martinelli, L., andJameson,A., “Validationof aMulti-
grid Method for the Reynolds Averaged Equations,”
AIAA Paper 88-0414, Jan. 1988.

9 Kunz, R. F., and Lakshminarayana, B. “ Expl ici t
Navier-StokesComputationof CascadeFlowsUsingthe
k-ε Turbulence Model,” AIAA J., Vol. 30, No. 1, Jan.
1992, pp. 13-22.

10Tatsumi,S.,Martinelli, L., andJameson,A., “Design,
Implementation, and Val idation of Flux L imi ted
Schemes for the Solution of the Compressible Navier-
Stokes Equations,” AIAA P aper 94-0647, Jan. 1994.

11 Tatsumi, S., Martinelli, L., and Jameson, A., “A New
High Resolution Scheme for Compressible Viscous
Flows with Shocks,” AIAA P aper 95-0466, Jan. 1995.

12Liou, M.-S.,andSteffen,Jr., C. J.,“A New Flux Split-
ting Scheme,” J. Computational Physics, Vol. 107, No.
1, July1993,pp.23-39.ALSO NASA TM 104404,May
1991.

13 Liou, M.-S., “A Sequel to AUSM: AUSM+,” J. Com-
putational Physics, Vol. 129, 1996, pp. 364-382. Also
NASA TM 106524, March 1994.

14Liou, M.-S.,andEdwards,J.R., “NumericalSpeedof
Sound and its Application to Schemes for all Speeds,”
AIAA Paper99-3268-CP, 14thAIAA CFD Conference,
1999. Also NASA TM-1999-209286, June 1999.

15Liou, M.-S.,“TenYearsin theMaking– AUSM-Fam-
ily,” AIAA P aper 2001-2521, June 2001.

16Chima,RodrickV., “Explicit Multigrid Algorithm for
Quasi-Three-Dimensional Viscous Flows in Turboma-
chinery,” AIAA Journal of Propulsion and Power, Vol. 3,
No. 5, Sept.-Oct. 1987, pp. 397-405.

17 Chima, R. V., “Viscous Three-Dimensional Calcula-
tions of Transonic Fan Performance,” in CFD Tech-
niques for Propuls ion Appl ica t ions , AGA RD
ConferenceProceedingsNo. CP-510,AGARD, Neuilly-
Sur-Seine, France, Feb. 1992, pp 21-1 to 21-19. Also
NASA TM-103800.

18 Chima, Rodrick V., “Calculation of Tip Clearance
Effectsin a TransonicCompressorRotor,” ASME Paper
96-GT-114, June 1996. Also NASA TM-107216.

19Chima,RodrickV., “Calculationof MultistageTurbo-
machinery Using Steady Characteristic Boundary Con-
ditions,” AIAA Paper 9800968, Jan. 1998. Also NASA
TM-1998-206613.

20Baldwin,B. S.,andLomax,H., “Thin-LayerApprox-
imation and Algebraic Model for Separated Turbulent
Flows,” AIAA P aper 78-257, Jan. 1978.

21 Wilcox, D., C., Turbulence Modeling for CFD, DCW
Industries, Inc., La Canada, CA, 1994.



11

22 Menter, F. R., “Improved Two-Equation k-ω Turbu-
lence Model for Aerodynamic Flows,” NASA TM-
103975, Oct. 1992.

23 Swanson, R. C., Radespiel, R., and Turkel, E., “Com-
parison of Several Dissipation Algorithms for Central
Difference Schemes,” NASA-CR-201726, Aug. 1997.
Also ICASE-97-40.

24 van Albada, G. D., van Leer, B., and Roberts, W. W.,
“A Comparative Study of Numerical Methods in Cos-
mic Gas Dynamics,” ICASE Report No. 81-84, Aug.
1981.

25 Arts, T., Lambert de Rouvroit, M., and Rutherford,
A., W., “Aero-Thermal Investigation of a Highly Loaded
Transonic Linear Turbine Guide Vane Cascade,” von
Karman Institute Technical Note 174, Sept. 1990.

26 Goldman, L. J., and McLallin, K. L., “Cold-Air
Annular-Cascade Investigation of Aerodynamic Perfor-
mance of Core-Engine-Cooled Turbine Vanes. I: Solid-
Vane Performance and Facility Description,” NASA TM
X-3224, 1975.

27 Suder, K. L., and Celestina, M. L., “Experimental and
Computational Investigation of the Tip Clearance Flow
in a Transonic Axial Compressor Rotor,” NASA TM-
106711, 1994.

28 Suder, K. L., Chima, R. V., Strazisar, A. J., and Rob-
erts, W. B., “The Effect of Adding Roughness and
Thickness to a Transonic Axial Compressor Rotor,”
ASME J. Turbomachinery, Vol. 117, Oct. 1995, pp 491-
505.

29 Hah, C. and Loellbach, J., “Development of Hub Cor-
ner Stall and its Influence on the Performance of Axial
Compressor Blade Rows.,” ASME Paper 97-GT-42,
June, 1997.

30 Shabbir, A., Celestina, M. L., Adamczyk, J. J., and
Strazisar, A. J., “The Effect of Hub Leakage Flow on
Two High Speed Axial Compressor Rotors,” ASME
Paper 97-GT-346, June 1997.



12

Figure 3 — Computed Mach contours for the VKI

turbine vane, AUSM+ scheme

Central-difference scheme
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AUSM+

Figure 4 — Computed Mach contours at the trailing
edge using three differencing schemes

Figure 5 — Computed and measured distributions
of isentropic Mach number on the vane surface
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Figure 6 — Computed and measured total pres-
sure profiles 0.43 chords behind the vane
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Central-difference scheme

H-CUSP

AUSM+

Experimental measurements

Figure 10 — Computed and measured profiles of
flow angle downstream of the vane
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Figure 7 — Computed pressure contours on the

Goldman turbine vane, AUSM+ scheme

Figure 9 — Computed and measured profiles of P0
loss coefficient downstream of the vane
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Figure 8 — Measured and computed profiles of
kinetic energy efficiency in the vane wake
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Figure 11 — Computational grid for NASA rotor 37

Figure 12 — Computed Mach contours at 73 per-

cent span, AUSM+ scheme

Figure 15 — Measured and computed profiles of
total temperature downstream of the rotor
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Figure 14 — Measured and computed profiles of
total pressure downstream of the rotor
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Figure 16 — Measured and computed profiles of
adiabatic efficiency downstream of the rotor
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Figure 13 — Measured and computed operating
maps of P0, T0, and η for rotor 37

19.0 19.5 20.0 20.5 21.0
1.20

1.25

1.30

T
E

M
P

. R
A

T
IO

19.0 19.5 20.0 20.5 21.0
0.80

0.85

0.90

E
F

F
IC

IE
N

C
Y

19.0 19.5 20.0 20.5 21.0
MASS FLOW, [KG/SEC]

1.90

2.00

2.10

2.20

T
O

T
A

L 
P

R
E

S
S

U
R

E
 R

A
T

IO

DATA
BASELINE
AUSM+
HCUSP

B
A
H

B A H

B A H


